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Separators and Filtration Solutions

SSF

Flow range:
Standard systems up to 3000 US gpm (700 m3/hr)

Multiple packaging options for installation 
requirements and higher flow rates.

Ask us about our other filtration products:  
LAKOS Separators
LAKOS Pump Protection Separators
LAKOS Self-Cleaning Pump Intake Screens

Exclusive LAKOS Underdrain System.  
Internal v-slotting for maximum 
backwash performance. Zero flow-
through pressure resistance for longer 
operating cycles & less backwashing.  
15-Year Warranty. 

LAKOS Backwash Valve. Proven the 
industry leader for performance and 
durability. Easy to service without 
system/piping disassembly.

 and Dimensions

LAKOS SSF Industrial Filtration Systems set the 
standard for operating performance, backwashing
efficiency and the maximum use of sand media 
filtration surface area.  Designed for the removal 
of small particles, organics, floating 
contaminants to protect your water systems.  
Capable of handling applications wherever 
lightweight contaminants are a problem (ask 
about LAKOS Separators for removing settleable 
sand, solids and grit particles).

Stainless steel tanks for optimum corrosion 
protection and long service life.  Lightweight for 
shipping and installation handling.

Exclusive, precision-engineered underdrain 
system.  Encourages optimum/even flow across 
the entire media surface area.  No dead spots.  
Industry-best backwash characteristics for more 
thorough cleaning and longer operating cycles.

Underdrain design provides ideal flow 
characteristics and allows for single-grade media 
sand.  Simplifies purchasing and installation.  

Time-saver installation package.  Includes all 
the componentry for a complete and professional 
installation.

 

Stainless Steel Sand Media Filtration Systems
For INDUSTRIAL Applications



Dimensions

End-Feed Installation Configurations

General Specifications

System Manfold
Inlet/Outlet

Grooved
Couplings

Page 2

Material Specifications

Filter Tanks

Stainless steel (304L) with grooved-
end connections at inlet & outlet. 
Top inspection port features bolt-on 
cover. Lower clean-out port is 
female coupling with plug.

Backwash Valves

Cast-iron body. Coated internal 
water-contact surfaces. Stainless 
steel shaft & guide bushing. Stainless 
steel disc with vulcanized Buna-N 
rubber to seal the backwash port.

Controller

Steel housing, water-resistant, key-
lock. Solid-state timing. Operates 
from standard 110 VAC, 50/60 Hz. 
Consult factory for 220 VAC, 12 VDC 
battery or solar power.

Lateral/Underdrain Assembly

Header is schedule-40 PVC pipe. 
Slotted laterals feature PVC well 
screen with internal V-slotting; 
minimum collapse strength of 135 
psi (9.3 bar).

Media Sand Options

Required media sand is not included
with basic LAKOS Sand Media Filter 
System. The following information is 
provided for guideline & reference 
purposes only. Sand available from 
LAKOS and sources worldwide.

Filtration Requirement Med ia Material

200 to 250 mesh/ 
75 micron #20 Crushed Silica

150 to 200 mesh/ 
105 micron #16 Crushed Silica

130 to 140 mesh/ 
150 micron #12 Crushed Silica

NOTE: LAKOS Sand Media Filters operate 
effiently with single-grade sand media. No 
multi-grade layering required.

Flow Range**

44-60

60-90

112-160

180-250

260-350

440-625

650-940

845-1240

1050-1550

1270-1870

1475-2200

1685-2510

2105-3140

SSF-1503-2

SSF-1803-2

SSF-2403-2

SSF-3004-2

SSF-3604-2

SSF-4806-2

SSF-4806-3

SSF-4808-4

SSF-4810-5

SSF-4810-6

SSF-4810-7

SSF-4812-8

SSF-4812-10

10-14

14-20

25-36

41-57

59-80

100-142

148-213

192-282

238-352

288-425

335-500

385-570

480-715

U.S. gpm m3/hr

3-inch

3-inch

3-inch

4-inch

4-inch

6-inch

6-inch

8-inch

10-inch

10-inch

10-inch

12-inch

12-inch

300

500

900

1000

1800

2600

3900

5200

6500

7800

2565

2980

3700

181

227

408

454

816

1179

1769

2358

2948

3537

1165

1350

1680

100

100

100

100

100

80

80

80

80

80

80

80

80

7.0

7.0

7.0

7.0

7.0

5.6

5.6

5.6

5.6

5.6

5.6

5.6

5.6

Media Sand
Requirement***
(complete system)

Maximum
Filter Tank
Pressure****

136

160

220

400

525

690

1075

1490

1850

2200

2965

3360

4010

62

73

100

181

238

313

488

676

839

998

1345

1525

1820

System Weight
(without sand)

lbs. kg lbs. kgpsi bar

2.4

3.6

6.2

10.0

14.0

25.1

37.7

50.2

62.8

75.4

87.9

100.4

125.6

.2

.3

.6

1.0

1.3

2.3

3.5

4.6

5.8

7.0

8.1

9.2

11.6

Filtration
Area

ft 2 m2

3-inch

3-inch

3-inch

3-inch

3-inch

4-inch

4-inch

4-inch

4-inch

4-inch

4-inch

4-inch

4-inch

Minimum
Backwash

Line
Size

 * Model numbers identify individual tank size/diameter (first two numbers), inlet/outlet size (second two numbers) and number of tanks per 
system (last number). Add an "A" at end of model number for an Automatic system. Add an "M" for a Manual system. NOTE: Standard
automatic systems are AC operation. Consult factory for DC, battery-operated and solar-powered systems.

 ** Flow range based on a filtration range of 18-25 U.S. gpm/ft 2 (47-61 m3/hr/m 2). Select a larger model if the water has an above-average 
quantity of particulates/organics.

 *** NOTE: 100 lbs. = 1 cubic foot = 1 standard size bag of media sand.

**** For higher pressure requirements, please consult factory. Note: Recommended operating pressure range for proper actuation of LAKOS 
Backwash Valves is 20-80 psi (1.4-5.5 bar).

Model*

Backwash Manifold
(not included with 
standard system)

Access
Port

Backwash
Discharge

INLET

OUTLET

Backwash Manifold
(not included with 
standard system)

Access
Port

Backwash
Discharge

INLET

OUTLET

Backwash Manifold
(not included with 
standard system)

Access
Port

Backwash
Discharge

INLET

OUTLET

Backwash Manifold
(not included with 
standard system)

Backwash
Discharge

Access
Port

INLET

OUTLET

Clean-out
Plug

End-View

End-View Width

173Ú4-501Ú2

501Ú2

501Ú2

501Ú2

2-Tank*

3-Tank

4-Tank

5-Tank

432-1283

1283

1283

1283

in mm

Overall Length

33-100

152

204

263

838-2642

3962

5572

6833

in mm

Tank Qty.

*Dimensional range is given for tank sizes of 15-inch to 48-inch 
 diameter.

NOTE: Use 501Ú2 inches (1283mm) for all End-Feed and Center-Feed 
48-inch tank system end-view widths.








