NOTES:
1. INLET & OUTLET FLANGES ARE 8''
150# RF PER ANSI B16.5 REQUIRING RX 2-3/16'' BOLTS
(BOLTS AND GASKETS NOT INCLUDED).
2. MAXIMUM PRESSURE: 100 psig (6.9 bar).
3. MAXIMUM TEMPERATURE: 400⁰F (204°C).
4. PRESSURE LOSS: 3-1/2 psi (20.8 kPa) @ 840 GPM RATED FLOW.
5. RATED FLOW: 1450-2700 gpm (1300-615 m³/HR).
6. APPROXIMATE DRY WEIGHT: 1392 lbs (632 kg).
7. FINISH: GLASS BLAST (EXTERIOR ONLY).
8. THREADED CONNECTIONS SEALED USING TEFON PASTE SEALANT JOHN CRANE JC-30 OR EQUIVALENT.
9. GASKETS: SPIRAL WOUND, 304 SS W/PTE FILLER.

OUTLET

INLET

20-5/16''[516]

125-5/8'' [3190]

3'' SANITARY CLEANOUT

3/4'' FLANGED PURGE

TOP VIEW

1'' FLANGED DRAIN PORT

36''[914]

17-1/2''[445]

5-7/16''[138]

FLANGED SPOOLED

MODEL #304 SS (AVAILABLE SEPARATELY)

REQUIRED FOR REMOVAL OF TOP ASSEMBLY

SUBMITTAL DRAWING

This drawing is submitted for spatial consideration only. Do not pre-plumb to these dimensions.