NOTES:

1. INLET & OUTLET ARE 6" GROOVED PIPE.
2. MAXIMUM PRESSURE: 80 psi (5.5 bar).
3. MAXIMUM TEMPERATURE: 100ºF (37.8ºC).
4. RATED FLOW RATE: 375-625 gpm (100-142 m³/hr).
5. FILTRATION AREA: 25.1 ft² (2.3 m²).
6. MEDIA SAND REQUIREMENT: 2600 lbs (1179 kg).
7. SYSTEM WEIGHT (WITHOUT SAND): 689 lbs (312.5 kg).
8. SYSTEM COMPONENTS SHIPPED LOOSE. FINAL ASSEMBLY BY OTHERS.

This drawing has been generated and is maintained by a CAD system. Changes shall only be incorporated as directed by an approved engineering change order (ECO). Paper copies are uncontrolled.

EXCEPT AS OTHERWISE PROVIDED BY CONTRACT, THIS DRAWING AND SPECIFICATIONS SHALL NOT BE REPRODUCED, COPIED OR USED AS THE BASIS FOR MANUFACTURE OR SALE OF MATERIALS DEPICTED HEREIN WITHOUT THE EXPRESSED WRITTEN PERMISSION OF THE CLAUDE LAVAL CORPORATION, OR ITS ASSIGNEES.