**NOTES:**
1. Inlet & Outlet are 4" Grooved PIP.
3. Maximum Temperature: 180°F (82.2°C).
4. Pressure Loss: 3-12 psid (2-8 bar) at rated flow.
5. Rated Flow: 200-325 gpm (45-74 m³/hr).
6. Approximate Dry Weight: 454 lbs (206 kg).

---

**SECTION A-A**

**SECTION B-B**

---

**GROOVED SPOOL**

Model GCS-0200/0285 (Available Separately) required for removal of top assembly.

---

**SUBMITTAL DRAWING**

This drawing is submitted for spatial consideration only. Do not pre-plumb to these dimensions.

---

**REV. DWG NO.**

UNLESS OTHERWISE SPECIFIED:

- Dimensions are in: Inches [mm]
- Tolerances are:
  - Fractions: ± .XX
  - Decimals: ± .XXX
- Material:
  - XXX
  - XXXX

---

**WORK ORDER**

ENGINEERED FOR:

- Title
- Date
- Sheet
- Est. Weight

---

**SCALE**

<table>
<thead>
<tr>
<th>REV</th>
<th>QTY.</th>
<th>SIZE</th>
<th>APPROVALS</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td>1/4° ± .005</td>
</tr>
</tbody>
</table>

---

**DATE APPROVED**

1/1/06 DLW

---

**DO NOT SCALE DRAWING**

---

**REVISION HISTORY**

- One rev. description
- Date
- Approver

---

**NOTE**

- Consideration only. Do not pre-plumb spatially.

---

**SUBMITTAL DRAWING**

This drawing is submitted for spatial consideration only. Do not pre-plumb to these dimensions.