NOTES:
1. INLET & OUTLET ARE 3/4" MNPT PIPE.
2. MAXIMUM PRESSURE: 150 ps [10.3 bar].
3. MAXIMUM TEMPERATURE: 180ºF [82.2ºC].
4. PRESSURE LOSS: 3-12 psid [0.2-0.8 bar] AT RATED FLOW.
5. RATED FLOW: 10-20 gpm [2.5-4.5 m³/hr].
6. APPROXIMATE DRY WEIGHT: 51 lbs [23.2 kg].
7. FINISH: LAKOS BLUE (EXTERIOR ONLY).
8. A MINIMUM 7" OF REMOVABLE PIPE REQUIRED ABOVE OUTLET FOR VORTEX REMOVAL.

1/4" FNPT GAUGE PORTS

VORTUBE (FIELD INSTALLED)

1" MNPT PURGE

TOP VIEW

THREAD SPINDLE

MODEL TS-0010 (AVAILABLE SEPARATELY) REQUIRED FOR REMOVAL FOR TOP ASSEMBLY

SUBMITTAL DRAWING

This drawing is submitted for spatial consideration only. Do not pre-plumb to these dimensions.

PRESSURE LOSS: 3-12 psid [0.2-0.8 bar] AT RATED FLOW

MAXIMUM FLOW: 10-20 gpm [2.5-4.5 m³/hr]

APPROXIMATE DRY WEIGHT: 51 lbs [23.2 kg]

FINISH: LAKOS BLUE (EXTERIOR ONLY)

A MINIMUM 7" OF REMOVABLE PIPE REQUIRED ABOVE OUTLET FOR VORTEX REMOVAL

INLET & OUTLET ARE 3/4" MNPT PIPE

MAXIMUM PRESSURE: 150 ps [10.3 bar]

MAXIMUM TEMPERATURE: 180ºF [82.2ºC]

PRESSURE LOSS: 3-12 psid [0.2-0.8 bar] AT RATED FLOW

RATED FLOW: 10-20 gpm [2.5-4.5 m³/hr]

APPROXIMATE DRY WEIGHT: 51 lbs [23.2 kg]

FINISH: LAKOS BLUE (EXTERIOR ONLY)

A MINIMUM 7" OF REMOVABLE PIPE REQUIRED ABOVE OUTLET FOR VORTEX REMOVAL